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LUDOWICI-CELADON COMPANY 

Makers of IMPERIAL Chimney Pots 

CHICAGO, 104 South Michigan Avenue 

NEW YORK, 565 Fifth Avenue WASHINGTON, 738 Fifteenth Street, X. W. 

Factories located at new Lexington, ohio — coffeyville. Kansas — peru, Kansas 



CHIMNEY POTS 

Chimneypots are made in various textures and colors especially adapted to use with our weathered effect 
tiles. They are also available in glazed colors for the modern treatment. 
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LUDOWICI-CELADON COMPANY 

Makers 0/ IMPERIAL Roofing Tiles 

CHICAGO, 104 South Michigan Avenue 

NEW YORK, 565 Fifth Avenue WASHINGTON, 738 Fifteenth Street, N. W. 

Factories heated at new Lexington, Ohio — coffeyville, Kansas — peru, Kansas 



SHINGLE TILES 

These patterns are available in a range of colors in a variety of surface textures 

S P E C I F I C A T I j\~ S 



Note: Notes are explanatory 
or advisory only and should 
not be included in tin 

i it ions. 

Note: Words in itali 

■thin parenthi u 

to suit particular t on- 
ditioh. Iutliidi or omit as 
required. 

Note: ( I elective. Include of omit ait key 

apply. 

(1) Tiles 

(la) Cover roofs so indicated with Ludowici Cela- 
don ( ompany's rmperial {spa ify pattern < Shingle tiles and 
lit tings of i specify) « olor. 

(lb) {Hips) [and) {valleys) shall be cut before 

burning. 

(2) Nails 

All nails for flashings and tiles shall be copper. 

3 Felt 

(3a) Lay asphall fell weighing 30 lbs per square, 
doubled on {low piU h* o {rou 

[and] ridges. La) parallel to eaves. Lap 2V horizon- 
tally and 6" vertically. Fasten with large-headed galva- 
nized II ilk. 

<3b) Extend felt (6* up vertical wall I over 

[gutter] {and) {valley) metal. 

4 Wood Strips 

(4a) Provide «" i 1" cant strips .it eaves and 1" 
stringers o| necessar) height under \inp r<>lh and) ridges. 

(4b) Embed parallel with the pitch oo -"" centers 
1 " x 2" be> eled wood st rips flush » ith surl n i 

i fell with lath nailed over these -trip- At right 
angles to embedded strips, over lath, install 1' i V strips 
spa* ed to suit tiles 

Note: Includi I 

5 Flashings 

5a > At sides of vertical surfaces, if flash- 

ing between each course of tiles. Lap 3" and extend 4" 
under tiles and at least 6" up wall. 




(5b) At fronts, extend flash- 
ing at least 3" up wall and 4" over 
tiles. 

(5c) Masonry wall shall be 
cap flashed and pointed. 

(5d) Where tile and metal 
roofs intersect, extend metal up 
tile roof 12" or more. 

<5e) Extend gutter metal up 
roof to a point higher than outer edge of gutter. 

(5f > Open Valleys Line valleys with 16 oz. copper 
at le.i-t 20* wide. Turn edge over |*. Lap joints at 
least 4 fasten with cleats. l)o not solder. 

(5g) Closed Valleys Flash between each course of 
tiles with 16* strips of same length as tiles. 

(5h) Rounded Valleys Flash between each course 
of tiles with curved strips of same length as tiles. Extend 
strips v " beyond the curve at either side of vaUe) , 

6 Laying 

1 6a) Lay tiles (r< %ular) i irregular) with {spa ify) aver- 
age exposure and not less than 2" head lap on the third 
Double tile- ;i t eave fasten with i\\"- 
-Piter nails Fasten tiles overlapping sheet 
metal with copper wire and elastic cement. 

Note: 5< lect v h< i lii r n \ular or irregular and sf>< < ify 
U* 1 «" nails for |* shir, 

.'//.*■ ker shin 
6b Leave opening of 6" or more across valleys. 
6c Cement end bands in Laps. 
od Cement hip rolls in laps and fasten with 2" 
i upper nails. 

6e> Cement ridges in laps and fasten with 2\" 
i opper nails. 

6f I Where tiles join hip stringers make waterproof 
with elastic cement. 

6g> Cement small pieces of graduated tiles solidly 
with elastic i ement. 

Note: I m lude 1 6g | on < in ular roofs. 

i6hi Cement all tiles in laps, using 30 lbs. of elastic 
t ement per square. 

Wore: Include <6h) on high buildings. 



Us CCncerm furnished on ri 

If additional eopies of this catalogue an d< sired. />.'• 
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Front 

Eyebrow dormers must be constructed as shown 
above for I" Slab Shingle Tiles. Rafters and sheathing 
must show a straight line from the curved eave to the 
point directly above where it joins main roof and on 
a line with the point where center line of eyebrow 
meets main roof. See front elevation. 

Larger or smaller effects can be secured providing 



Eave section showing gutter construction. 



vertical height and radius shown are increased or de- 
creased proportionately. Distance "A" should not be 
decreased and it must be increased when roof pitch 
is steeper than 12" rise in 12" run. 

Crowd tiles at top of dormer and spread them at 
eave. Shorten exposure of tiles as they leave main roof 
until tail lines of tiles on both surfaces are aligned. 
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Ludowici-Celadon Company 



LUDOWICI-CELADON COMPANY 

Makers of IMPERIAL Roofing Tiles 

CHICAGO, 104 South Michigan Avenue 

NEW YORK, 565 Fifth Avenue WASHINGTON, 738 Fifteenth Street, N. W. 

Factories located at new Lexington, ohio — coffeyville, Kansas — peru, Kansas 




CLOSED SHINGLE 



INTERLOCKING SHINGLE TILES 



These patterns are available 
in a range of colors in a vari- 
ety of surface textures. 



S P E C I F I C A T I N S 




ENGLISH SHINGLE 



1 



Note: Notes are explanatory or advisory only and 

should not be included in the specifications. 

Note: Words in italics enclosed within parentheses 

•ire selective to suit particular condition. Include or 

omit as required. 

Note: Clauses are selective. Include or omit as they 

apply. 

Tiles 

(la) Cover roofs so indicated with Ludowici-Cela- 
don Company's Imperial (Closed) (English) Shingle tiles 
and fittings of (specify) color. 

(lb) {Hips) land) walleys) shall be cut before 
burning. 

(2) Nails 

All nails for flashings and tiles shall be copper. 

(3) Felt 

(3a) Lay a>phalt felt weighing 30 lbs. per square. 
doubled on (low pitches) (rough surfaces) {hips) (valleys) 
(and) ridges. Lay parallel to eaves. Lap 2\" horizon- 
tally and 6" vertically. Fasten with large-headed galva- 
nized nails. 

(3b) Extend felt 16" up vertical nails) (and) 4" over 
(gutter) (and) (valley) metal. 

<4) Wood Strips 

'4a) Provide I* x 1" cant strips at eaves. 

Note: Include (4a) if English Shingles are specified. 

(4b) Provide 1" .stringers of necessary height under 
\hip rolls and) ridges. 

(4c) Embed parallel with the pitch on 20" centers 
1" x 2" beveled wood strips flush with surface of concrete. 
Fasten felt with lath nailed over these strips. At right 
angles to embedded strips, over lath, install 1" x 2" strips 
spaced to suit tiles. 

Include (4c) if roof base is concrete. 



Note: 



(5) Flashings 

(5a) Line valleys with 16 oz. copper at least 20" 
wide. Turn edge over \". Lap joints at least 4". 
Fasten with cleats. Do not solder. 

(5b) At sides of vertical surfaces, extend base flash- 
ing at least 6" up wall, 5" under tiles and turn up edge \" . 

(5c) At fronts, extend flashing at least 3" up wall 
and 4" over tiles. 

(5d) Masonry wall shall be cap flashed and pointed. 

(Se) Where tile and metal roofs intersect, extend 
metal up tile roof 12" or more. 

(5f ) Extend gutter metal up roof to a point higher 
than outer edge of gutter. 

(6) Laying 

(6a) Lay tiles to straight lines, parallel and at right 
angles to eaves, lapped 3". Fasten with 2" copper nails. 
Fasten tiles overlapping sheet metal with copper wire and 
elastic cement. 

(6b) Leave opening of 6" or more across valleys. 
(6c) Cement gable rakes to field tiles and fasten with 
2" copper nails. 

6d) Cement hip rolls in laps and fasten with 2" 
copper nails. 

(6e) Cement ridges in laps and fasten with 1\" 
copper nails. 

(6f) Where tiles join hip stringers make waterproof 
with elastic cement. 

(6g) Cement small pieces of graduated tiles solidly 
with elastic cement. 

Note: Include (6g) on circular roofs. 
6h> Cement all tiles in laps, using 30 lbs. of elastic 
cement per square. 

Note: Include (6h) on high buildings. 



I> I lib concerning any roofing problem furnished on request. 
If additional copies of this catalogue are desired, please wrik ■ 
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DETAILS OF IMPERIAL INTERLOCKING 

SHINGLE TILES AND FITTINGS 

APPLICATION OVER CONXRETE 
SCALE li"=r-0" 




S/erf/ca/ sfr/p 



Section showing valley flashing on concrete roof base. 



ffor/zonfa/ sfr/p 



f/as/er/a//?" 
Ver//ca/ s/r/fi'' 



:'P'\ 



-eo m ac.- 



■ J* 




Longitudinal section through roof. 



Cross section through roof. 



Application of wood strips to concrete roof base. 
Exact spacing of horizontal strips determined by shade of tiles. 



DIAGRAM OF EYEBROW DORMERS 
SCALE ]"=r-o" 



-a& 





Front 



Eyebrow dormers must be constructed as shown 
above for Closed Shingle Tiles. Rafters and sheathing 
must show a straight line from the curved eave to 
the point directly above where it joins main roof and 
on a line with the point where center line of eyebrow 
meets main roof. See front elevation. 

Larger or smaller effects can be secured providing 



vertical height and radii shown are increased or de- 
creased proportionately. Distance "A" should not be 
decreased and it must be increased when roof pitch 
is steeper than 12" rise in 12" run. 
Note: For English Shingle tiles, eyebrow width and 

distance "A" must be increased 2'-0". The height 

remains the same. 
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LUDOWICI-CELADON COMPANY 

Makers of I M P E R I A L Roofing Tiles 

CHICAGO, 104 South Michigan Avenue 
NEW YORK, 565 Fifth Avenue WASHINGTON, 738 Fifteenth Street, N. W. 

Factories located at new Lexington, Ohio — coffeyyille, KANSAS — peru, KANSAS 



FRENCH TILES 

This pattern is available in a range of colors 

SPEC IFIC AT IOXS 



1 



Note: Notes are explanatory or 

advisory only and should not be 

included in the spi 

Note: Words in italics enclosed 
within tive to 

suit particular condition. In 
or on red. 

Note: Clauses . /«- 

dudi or omit as they apply. 

) Tiles 

la Cover roofs so indicated 
with Ludowici-Celadon Com- 
pany's Imperial French tiles and fittings of 
color. 

(lb) (Hips) (and) {valleys) shall be cut before burn- 
ing- 

(2) Nails 

All nails for flashings and tiles shall be copper. 

(3) Felt 

1 3a Lay asphalt felt weighing 30 lbs. per square. 
doubled on [law pitches' {rough surfaces) (At/ 
( and ) ridges. Lay parallel to eaves. Lap 2 \ " horizontally 
and 6" vertically. Fasten with large-headed galvanized 
nails. 

(3b i Extend felt <o" up vertical wall I over 

{gutter .Vyi metal. 

(4) Wood Strips 

(4a » Provide " ttt strips at eaves and 1" 

stringers of necessary height under {hip rolls jw</i ridges. 

(4b * Embed parallel with the pitch on 20" centers 
1 i 2 beveled wood strip- flush with surface of concrete. 
Fasten felt with lath nailed over these strips. At right 
angles to embedded strips, over lath, install V x 2" -trips 
-paced to suit tiles. 

Note: Include (4b) if roof base is concrete. 

5 Flashings 

(5a> Line valleys with 16 oz. copper at least 20' 
wide. Turn edge over J'. Lap joints at least 4*. Fasten 
with cleats. Do not solder. 




5b At sides of vertical sur- 
faces, extend base flashing at least 6" 
up wall. 5" under tiles and turn up 
edge i". 

(5c) At fronts, extend flashing 
at lea-t 3" up wall and 4" over tiles. 

(5d^ Masonry wall shall be cap 
flashed and pointed. 

(5e) Where tile and metal roofs 
intersect, extend metal up tile roof 
12" or more. 

(5fi Extend gutter metal up 
roof to a point higher than outer edge of gutter. 

6 Laying 

6a 1 Lay tiles to straight lines, parallel and at right 
angles to eaves, lapped 3". Fasten with 2 \" copper nails. 
Fasten tiles overlapping sheet metal with copper wire 
and elastic cement. 

6b Leave opening of 6" or more across valleys, 

6c Cement gable rakes to field tiles and fasten 
with 2" copper nails. 

«6d 1 Cement hip rolls in laps and fasten with 2" cop- 
per nails. 

6e Cement ridges in laps and fasten with l\" cop- 
per nails. 

i6f 1 Where tiles join hip stringers make waterproof 
with elastic cement. 

6gi Cement small pieces of graduated tiles solidly 
with elastic cement. 

Note: Include (6g) on circular roofs. 

(6h) Cement all tiles in laps, using 40 lbs. of elastic 
cement per square. 

(6i) Copper clamp shall be placed in side lock of 
each tile at point directly above head of tile below. Nail 
clamp to roof base. 

Note: Include either (6h) or (6t) on high buildings. 



Details concerning any roofing problem furnished on request. 
If additional copies of this catalogue are desirtd. please write. 
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LUDOWICI-CELADON COMPANY 

Makers of IMPERIAL Roofing Tiles 

CHICAGO, 104 South Michigan Avenue 

NEW YORK, 565 Fifth Avenue WASHINGTON, 738 Fifteenth Street, N. W. 

Factories located at new lexzngton, ohio — coffeyville, Kansas — peru, Kansas 



MISSION TILES 

These patterns are available in a range of colors in a variety of surface textures 

SPECIFICATIONS 



Note: Notes arc explanatory or ad- 
visory only and should not be includ- 
ed in tht $p{ cifications. 
Note: Words in italics enclosed 
within parentheses areselectivi to suit 
particular conditio!. Includi 
as r< quired. 

Note: Clauses are seleclivt . Includi 
or omit as th< y apply. 



(1) Tiles 

(la) Cover roofs so indicated with Ludowici-Celadon 
Company's Imperial [specify pattern) Mission Tiles and 
fittings of {specify) color. 

I lbs Covers shall be used as {hip roll and) ridge. 

(lc) {Hips shall he cut) (and) valleys -hall be cut 
and closed before burning, 

(2) Nails 

All nails for flashings and tiles shall be copper. 

(3) Felt 

(3a) Lay asphalt felt weighing 30 lbs. per square. 
doubled on [law pitches) {rough surfaces) {hips) {valleys) 
(and) ridges. Lay parallel to eaves. Lap 1\" horizontally 
and 6" vertically. Fasten with large-headed galvanized 
nails. 

(3b) Extend felt (6" up vertical walls) (and) 4" over 
{gutter) (and) {valley) metal. 

(4) Wood Strips 

(4a) Provide 1 " strips of necessary height under cov- 
ers iliip rolls) and ridge-. 

(4b) Embed parallel with the pitch on 20" centers 
1" x 2" beveled wood strips tlush with surface of concrete. 
Fasten felt with lath nailed over these strips. At right 
angles to embedded strips, over lath, install 1" I 2" 
strips spaced to suit pan tiles. 

Note: Include (4b) if roof base is concrete. 




(5b) At sides of vertical surfaces, 
extend base flashing at least 6" up wall, 
4" under tiles and turn up edge 2". 

(5c i At fronts, extend flashing at 
least 3" up wall and 4" over tiles. 

(5d) Masonry wall shall be cap 
flashed and pointed. 



5e' Where tile and metal roofs intersect, extend 
metal up tile roof 12" or more. 

(5f) Extend gutter metal up roof to a point higher 
than outer edge of gutter. 

(6) Laying 

(6a i Lay tiles {regular) (irregular) exposure with not 
less than 3" lap. Fasten with 2" copper nails. Fasten 
tiles overlapping sheet metal with copper wire and elastic 
cement. 

(6b) Irregular Effect — Lay pans at actual exposure. 
Vary exposures of covers to avoid horizontal and diagonal 

lines using ]() c [ additional covers. 

(6c i Leave opening of 6" or more across valleys. 

(6d> Cement gable rakes to field tiles and fasten with 
1\" copper nails. 

(6e) Cement (hip rolls) (and) (ridges) in laps and 
fasten with 2|* copper nails. 

i6f ) Where tiles join hip stringers make waterproof 
with elastic cement. 

(6gi Cement small pieces of graduated tiles solidlv 
with elastic cement. 



(5) Flashings 

(5a) Line valleys with 16 oz. copper at least 20" 
wide. Turn edge over \" . Lap joints at least 4". Fasten 
with cleats. Do not solder. 



Note: Include (6g) on circular roofs. 



(6h) Cement all tiles in laps, using 30 lbs. of elastic 
cement per square. 

Note: Include (6h) on high buildings. 

Details concerning any roofing problem furnished on request. 
If additional copies of this catalogue are desired, please Write. 
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LUDOWICI-CELADON COMPANY 

Makers (/IMPERIAL Roofing Tiles 

CHICAGO, 104 South Michigan Avenue 

NEW YORK, 565 Fifth Avenue WASHINGTON, 738 Fifteenth Street, N. W. 

Factories located at new Lexington, ohio — coffeyville, Kansas — perl, Kansas 



SPANISH TILES 

This pattern is available in a range of colors in a variety of surface textures 

S P EC I FIC A T 10 MS 



Note: Notes dre explanatory or advisory 
only and should not he included in the 
specifications. 

Note: Words in italit s t m lost d within 
parentheses are selectivt to mil particular 
condition. Include or omit as required. 
Note: Clauses are selective. Include 
or omit as they apply. 

(1) Tiles 

(la) ('over roofs so indicated with Ludowii i-Celadon 
Compact} *S Imperial Spanish tiles anci fittings of [specif^ 
color. 

fib) {Hips shall bt i ut) 'and) valleys shall be cut and 
I losed before burning. 

(2) Nails 

All nails for flashings and tiles shall be copper. 

3 Felt 

3a 1 Lay asphalt felt weighing 30 lbs. per square, 
doubled on lou pitcfu urfaces) [hif 

ridges. Lay parallel to eaves. Lap 1\" horizontally 
and ()" vertically. Fasten with large-headed galvanized 
nails 

1 3b s Extend fell [6* up vertical walls) (and) 4" over 
vallt y) metal. 

(4) Wood Strips 

f4a> Provide 1" \ 2" strips under end bands and 1" 
stringers of necessary height under {hip rolls and) ridges. 

(4b) Embed parallel with the pit t h on 20" (enters 
1"\ 2" beveled wood strips flush with surface of concrete. 

I iSten felt with lath nailed over these Strips. At right 
angles 10 embedded Strips, over lath, install 1" x 2" Strips 

spaced to suil riles. 

Note: hnludi '4b) if roof base is concrete. 

5 Flashings 

<5a Line valleys with 16 oz. copper at lea 

wide. Turn edge over i". Lap joints at least 4". I 
with cleats. Do not solder. 




(5b) At sides of vertical surfaces, ex- 
tend base flashing at least 6" up wall. 4" 
under tiles and turn up edge \\" . 

(5c) At fronts, extend flashing at least 
3" up wall and 4" over tiles. 

(5d) Masonry wall shall be cap flashed 
and pointed. 



5e Where tile and metal roofs intersect, extend 
metal up tile roof 12" or more. 

5f Extend gutter metal up roof to a point higher 
than outer edge of gutter. 

(6) Laying 

(6a) Lay tiles to straight lines, parallel and at right 
angles to eaves, lapped V. Fasten with \\" copper nails. 
Fasten tiles overlapping sheet metal with topper wire and 
elasti< cement. 

6b Leave opening of (>" or more aCTOSS valleys, 
6c Cement gable rake- to field tiles and fasten with 

2\" ( opper nails. 

i6d) Cement hip rolls in laps and fasten with 2" cop 
per nails. 

>6e Cement ridges in laps and fasten with 2\" cop- 
per nails. 

6f Where tiles join hip stringers make waterproof 
with elastic cement. 

'6g Cement small pieces of graduated tiles solidly 
with elastic cement. 

Note: Include (6g) on cir< ulow r 

(6hi Cement all tiles in K) lbs. of el 

cement per square. 

Note >. high buildings. 
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DETAILS OF IMPERIAL SPANISH TILES AND FITTINGS 

APPLICATION OYER CONCRETE 




Cut hip— Left. Section showing valley Sashing on concrete roof bi 



£?s- VerZ/ca/ str/p 



a 



Close l valle\ Left. 



/for/' z 0/7 fa/ sfr/p 



—L ^*<7£ J-*- 



Longitudinal section through roof. 




— Jee no/eSe/on - 

( "rn-- set Lion through roof. 



Application of wood strips to concrete runt base 
Exact spacing of horizontal vtrip^ determined by shade of tiles 

DIAGRAM OE EYEBROW DORMERS 
SCALE l" = r-o" 



^S" 




Eront 



Eyebrow dormers must he constructed as shown Larger or smaller effect-, ran he secured providing 

above for Spanish tiles. Rafters and sheathing must vertical height and radii *h<>un are increased i 

show a straight line from the curved eave to the point creased proportionately. 

directly above where it joins main roof and on a line Distance "A" should not be da relied and it mu>t 

with the point where center line of eyebrow meets be increased when roof pitch is stee[>er than 1^ 

main roof. See front elevation. in 12* run. 
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LUDOWICI-CELADON COMPANY 

Makers o/IMPERIAL Roofing Tiles 

CHICAGO, 104 South Michigan Avenue 

NEW YORK. 565 Fifth Avenue WASHINGTON, 738 Fifteenth Street, X. W. 

Factories located at new lexim.ton. ohio — coffeyyh.il. Kansas — peru, Kansas 



ROMAN TILES 



GREEK TILES 




These patterns are avail- 
able in a range of colors 
in a Yariety of surface 
textures. 



S P EC I F IC A T 10 jYS 




Note: A' and 

. luded in th> specificali 
Note: Words in Ualu - enclosed within parentheses aire 

. condition. Include or omit 
as r juired. 

Note: Clauses are selective. Include or omit as they 
apply. 

(1) Tiles 

1 a I Cover roofs so indicated with Ludowici-Celadon 
Company 'a Imperial (Roman) (Greek) tiles and fittings of 

ify) color. 

i lb i Hips shall be cut) ( >ind) valleys shall be cut and 
closed before burning. 

(2) Nails 

All nails for flashings and tiles shall be copper. 

(3) Felt 

3a Lay asphalt felt weighing 30 lbs. per square, 
doubled on {low pitches) (rough surfaces) Utips) {valleys) 

i and I ridges. Lay parallel to eaves. Lap 1\" horizontally 
and 6" vertically. Fasten with large-headed galvanized 
nails. 

3b Extend felt (6" up vertical -walls) (and) 4" over 
[guiles illey) metal. 

(4) Wood Strips 

(4a ) Provide 1" x 2|" strips under covers and 1" 
stringers of necessary height under (hip rolls and) ridges. 

4b Embed parallel with the pitch on 20" centers 
1 " i 2" beveled wood strips flush with surface of concrete. 
Fasten felt with lath nailed over these strips. At right 
angles to embedded strips, over lath, install 1" x 2" strips 
spaced to suit pan tiles. 

Note: Include (4b) if roof base is concrete. 



(5) Flashings 

5a I Line valleys with 16 oz. copper at least 20" 
wide. Turn edge over \". Lap joints at least 4". Fasten 
with cleats. Do not solder. 

1 5b) At aides of vertical surfaces, extend base flash- 
ing at least 6" up wall, 4" under tiles and turn up edge 2" '. 

(5c ) At fronts, extend flashing at least 3" up wall 
and 4" over tiles. 

(5d I Masonry wall shall be cap flashed and pointed. 

(5e) Where tile and metal roofs intersect, extend 
metal up tile roof 12" or more. 

<5f) Extend gutter metal up roof to a point higher 
than outer edge of gutter. 

(6) Laying 

1 6a) Lay tiles to straight lines, parallel and at right 
angles to eaves, lapped 3". Fasten with \\" copper nails. 
Fasten tiles overlapping sheet metal with copper wire and 
elastic cement. 

6b Leave opening of 6" or more across valleys. 

(6c) Cement gable rakes to field tiles and fasten with 
2 J" copper nails. 

(6d ) Cement hip rolls in laps and fasten with 2* cop- 
per nails. 

C6e) Cement ridges in laps and fasten with 2\ n cop- 
per nails. 

6f i Where tiles join hip stringers make waterproof 
with elastic cement. 

(6g) Cement small pieces of graduated tiles solidly 
with elastic cement. 

Note: Include (6g) on circular roofs. 

(6h) Cement all tiles in laps, using 30 lbs. of elastic 
cement per square. 

Note: Include (6h) on high buildings. 



Details concerning any roofing problem furnished on request. 
If additional copies of this catalogue are desired, please urite. 
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LUDOWICI-CELADON COMPANY 

Makers of IMPERIAL Floor Tiles 

CHICAGO, 104 South Michigan Avenue 

NEW YORK, 565 Fifth Avenue WASHINGTON, 738 Fifteenth Street, N. W. 

Factories located at new Lexington, ohio — coffeyville, Kansas — peru, Kansas 



FLOOR TILES 

These shapes, in colors and textures originally manufactured for individual work of certain architects from 

their own designs, are now produced in quantities allowing their more 

general use. They are moderately priced. 




*? ^ 



Pros cm v 




Valencia 





Renaissance 
PIECES PER SQUARE FOOT 

Based on J' mortar joint. 

Provence, 3.86 

Valencia, 4.28 
*Renaissance, squares, 1.88 
*Renaissance, hexagons, 3.76 

*Based on design showing square surrounded 
by hexagons. 
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LUDOWICI-CELADON COMPANY 

Mz£ot 0/ 1 M P E R I A L Roofing Tiles 

CHICAGO, 104 South Michigan Avenue 

NEW YORK, 565 Fifth Avenue WASHINGTON, 738 Fifteenth Street, N. W. 

Factories located at new Lexington, ohio — coffeyville, Kansas— peru, Kansas 



SPANISH TILES 






This pattern is available in a range of colors in a variety of surface textures 

SPECIFICATIONS 



.. 



Note: Notes are explanatory or advisory 
only and should not be included in the 
specifications. 

Note: Words in italics enclosed within 
parentheses arc selective to suit particular 
condition. Include or omit as required. 
Note: Clauses are selective. Include 
or omit as they apply. 



(1) Tiles 

(la) Cover roofs so indicated with Ludowici-Celadon 
Company's Imperial Spanish tiles and fittings of (specify) 
color. 

(lb) (Hips shall be cut) (and) valleys shall be cut and 
closed before burning. 

(2) Nails 

All nails for flashings and tiles shall be copper. 

(3) Felt 

(3a) Lay asphalt felt weighing 30 lbs. per square, 
doubled on (low pitches) (rough surfaces) (hips) (valleys) 
(and) ridges. Lay parallel to eaves. Lap 2\" horizontally 
and 6" vertically. Fasten with large-headed galvanized 
nails. 

(3b) Extend felt (6" up vertical walls) (and) 4" over 
(gutter) (and) (valley) metal. 

(4) Wood Strips 

(4a) Provide 1" x 2" strips under end bands and 1" 
stringers of necessary height under (hip rolls and) ridges. 

(4b) Embed parallel with the pitch on 20 " centers 
1" x 2" beveled wood strips flush with surface of concrete. 
Fasten felt with lath nailed over these strips. At right 
angles to embedded strips, over lath, install 1" x 2" strips 
spaced to suit tiles. 

Note: Include (4b) if roof base is concrete. 




(5b) At sides of vertical surfaces, ex- 
tend base flashing at least 6" up wall, 4" 
under tiles and turn up edge 1 \" . 

(5c) At fronts, extend flashing at least 
3" up wall and 4" over tiles. 

(56) Masonry wall shall be cap flashed 
and pointed. 

(5e) Where tile and metal roofs intersect, extend 
metal up tile roof 12* or more. 

(Si) Extend gutter metal up roof to a point higher 
than outer edge of gutter. 

(6) Laying 

(6a) Lay tiles to straight lines, parallel and at right 
angles to eaves, lapped 3". Fasten with \\ lf copper nails. 
Fasten tiles overlapping sheet metal with copper wire and 

elastic cement. 

(6b) Leave opening of 6" or more across valleys. 

(6c) Cement gable rakes to field tiles and fasten with 
21" copper nails, 

(6d) Cement hip rolls in laps and fasten with 2" cop- 
per nails. 

(6e) Cement ridges in laps and fasten with 2§* cop- 
per nails. 

(6f) Where tiles join hip stringers make waterproof 
with elastic cement. 

(6g) Cement small pieces of graduated tiles solidly 
with elastic cement. 

Note: Include (6g) on circular roofs. 

(6h) Cement all tiles in laps, using 30 lbs. of elastic 



(5) Flashings 

(5a) Line valleys with 16 oz. copper at least 20" cement per square 
wide. Turn edge over \" . Lap joints at least 4". Fasten 
with cleats. Do not solder. Note: Include (6h) on high buildings. 

Details concerning any roofing problem furnished on request. 
Other patterns shown in folders 1-1, 1-2, IS, I-Jf. and 1-6. 
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DETAILS OF IMPERIAL SPANISH TILES AND FITTINGS 

APPLICATION OVER CONCRETE 




Closed valley Left. 



Cut hip Left. 

m 



Section showing valley Washing on concrete roof base. 
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-JVc* no/e6*/ow - 
1 se< lion through po 1. 



: -tnj»- i»> i oat rete roof base. 

.! -trip- determined b) shade <»f tiles. 
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LUDOWICI-CELADON COMPANY 

Makers of IMPERIAL Roofing Tiles 

CHICAGO, 104 South Michigan Avenue 

NEW YORK, 565 Fifth Avenue WASHINGTON, 738 Fifteenth Street, N. W. 

Factories located at new Lexington, ohio— coffeyville, Kansas— peri. Kansas 



SHINGLE TILES 

1 Insr patterns are available in a range of colors in a variety ofsurfai e textures 

S P E C I F I C A T I .V V 



Note: Notes are explanatory 

or advisor \> only and should 

not be included in the specific 

i >lt lulls. 

Note: Words in ilalu v en- 
closed within parentheses are 
self, tiic to suit par tii ular t on- 
d it ion, Includi or omit as 
required. 

Note: Clauses are selective. Include or omit as they 
apply. 

(1) Tiles 

(la) Cover roofs so indicated with Ludowici- Cela- 
don Company's Imperial i spet ify pattern) Shingle tiles and 
fittings of {spa ify) color. 

(lb) IHips) {and) shall be cut before 

burning. 

(2) Nails 

All nails fur flashings and tile> >hall be (upper 

(3) Felt 

(3a) Lay asphalt felt weighing 30 lbs. per square, 
doubled on {low pitches) {rough surfaces) {hip 
(and) ridges. Lay parallel to eaves. Lap 1\" horizon- 
tally and o" vertically. Fasten with large beaded galva 
uized nails. 

(3b) Extend felt (6* up vertical walls) {and) 4* over 
{gutter) [and) {valley) metal. 

(4) Wood Strips 

(4a) Provide I* \ 1' cant strips at eaves and 1" 
stringers of necessary height under [hip rolls and) ridges 

(4b) Embed parallel with the pitch on 20* (.enters 
1" x 2" beveled wood strips flush with surfa< eof com rete. 
Fasten felt with lath nailed over these Strips. At right 
angles to embedded strips, over lath, install 1" I 2* strips 
spaced to suit tiles 

Note: Include (4b) if roof base is < om rtU . 

<5) Flashings 

i 5a) At sides of vertical surfaces, insert base flash- 
ing between each COUTSe of tiles. Lap 3" and extend 4" 
under tiles and at least 6" up wall. 




(5b) At fronts, extend flash- 
ing at least .V up wall and 4" over 
tiles. 

(5c) Masonry wall shall be 
i ap flashed and pointed. 

i5d» Where tile and metal 
roofs intersex t, extend metal up 
tile roof 12* or more 

(5e) Extend gutter metal up 
rooJ to .i point higher than outer i iter. 

(5f) Open Valleys Line valleys with 16 02 coppei 
.it least -M>" wide I urn edge ovi f ip joints at 

; I isten with 1 leats. 1 ><> not solder 
(Sg) Closed Valleys Flash between each course of 
tiles with 16* strips of same length as tiles 

5h> Rounded Valleys I een each co 

of tile> with curved strips of same length .1- tiles. Extend 
strips 8* beyond the 1 urve at either side of ■ 1 

6 1 Laying 

16a 1 L.i; tiles " \ulat i\ 
age exposure and not less than 2* head lap on the third 
. ourse Double tile- at eave Fasten ■■ \\ l , 

>pper nails, fa-ten tiles overlapping sheet 
metal with copper wire and elastic cement. 
Note: 5 

1 '■" l|* i !li 

ob Le i\ e opening of 6* or mon illej - 

oc O mi :;' end b inds in laps. 

(6d> Cement hip rolls in laps and fa-ten wit 
« opper nails. 

16c Cement ridges in laps and fasten witl 
i upper nails. 

(6f) \\ here tiles join hip stringers make nraterp 
with elastic cement. 

<6g> Cement small pieces of graduated till 
with elastic cement. 

Note: /■ 

• 6h) Cement all tiles in laps using *n lbs of elastii 

t ement per -■ [Uare. 

Note: Include (6h) ■■ 



Details concerning any roofing problem fun: id;, \ 

Other patterns shown in f older s I-!. /-.;, /-.;. / 



to 
o 

3 



hi 
< - 

o 

r* 



2 

to 



1 






prin nn i\ 



K3 







O CO jS 



u 

g 

> 
o 
p* 

PUI 



: « 

■a * 



GO 

H 
DC 

GO 






— -^ 



aj £ r- 



H < < < 




"1 


* 3 ' 


1¥~^< 






-." * : 


1 1 

1 n v " *l 

'. 

I 

i » j 

» si 


■"-aaaajB S J 

1 1 


-] 

1 

aT ' %^V I 

I '* JvBB 

I «B 

i ■ 

aaV 

■ 



tt 

£ 

J 



y: 



"-, -t a 



> 










2 










--- 










- 










h 








■_- i- 










H ■ 


p* 
pq 






7 


S3 3 

3- 7" 

7. 

si 






/ 


- 


£- s^ 






- 












Etf 


Ec bp 






-£ 








tc — 


r 


1- l- 



I rm >\\ ]< H l I UX)N COMP \W 



L ^0\VI 







LUDOWICI-CELADON COMPANY 



to 



K3 




DETAILS OF IMPERIAL §" FLAT AND §" SLAB 
SHIXGLE TILES AND FITTINGS 

SCALE lJ"=l'-0" 

IMPORTANT DATA 

%* Flat Shingle Tiles 

Length 12" 

Width 6" 

Average exposure 6".\5" 

Average pieces per square 480 

Average weight per square, 1225 lbs. 

|" Slab Shingle Teles 

Length 12" 

Width .6i' 

Average exposure 6|"x5" 

Average pieces per square . .461 
Average weight per square.. 1780 lbs. 




|* Slab Shingle Tile. 



Section showing No. 203 ridge. 



No. Ill Hip roll 



T under eave 
- F/ashmy 
-Cant sfr/jf 




Section A A. 



Cross m-( tion showing valley Bashing 
on wood roof base. See specifications. 



<Ceme/7f 




lowing 
roll. 

3 /<///? f corner 
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Elevation showing |' 

Mat Shingle Tiles. 




Front 

■row dormers must be constructed as shown 
above for [ " Slab Shingle Tiles. Rafters and sheathing 
must show a straight line from the curved eave to the 
point directly above where it joins main roof and on 
a line with the point where center line of eyebrow 
meets main roof. See front elevation. 

cger oi smaller effects can be secured providing 



Eave Be* tion -bowing gutter construction. 

vertical height and radius shown are Increased or de 
ed proportionately. Distance "A" should not be 
decreased and it must be increased when roof pitch 
• per than M" rise in 12" run. 

lop of dormer and spread them at 
Shorten exposure of 1 i main rod 

until tail lines of tiles on both \ <-d. 
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LUDOWICI-CELADON COMPANY 

Afaferj 0/ IMPERIAL i?^> 5 Tiles 

CHICAGO, 104 South Michigan Avenue 

NEW YORK, 565 Fifth Avenue WASHINGTON, 738 Fifteenth Street, N. W. 

Factories located at new Lexington, ohio— coffeyville, Kansas— peru, Kansas 




CLOSED SHINGLE 



INTERLOCKING SHINGLE TILES 



These patterns are available 
in a range of colors in a vari- 
ety of surface textures. 



S P E C I F I C A T I N S 




ENGLISH SHINGLE 



Note: Notes are explanatory or advisory only and 

should not be included in the specifications. 

Note: Words in italics enclosed within parentheses 

are selective to suit particular condition, Includi or 

omit as required. 

Note: Clauses are selective. Include or omit as they 

apply. 

(1) Tiles 

(la) Cover roofs so indicated with Ludowici- Cela- 
don Company's Imperial (Closed) (English) Shingle tiles 
and fittings of (specify) color. 

(lb) (Hips) (and) (valleys) shall be cut before 
burning. 

(2) Nails 

All nails for flashings and tiles shall be copper. 

(3) Felt 

(3a) Lay asphalt felt weighing 30 lbs. per square, 
doubled on (low pitches) (rough surfaces) (hips) (vaUi ys) 
(and) ridges. Lay parallel to eaves. Lap IV horizon- 
tally and 6" vertically. Fasten with large-headed gah a 
nized nails. 

1 3b) Extend felt (6" up vertical walls) (and) 4" over 
(gutter) (and) (valley) metal. 

I 4 1 Wood Strips 

(4a) Provide V x 1" cant strips at eaves. 

Note: Include (4a) if English Shingles are specified. 

(4b) Provide 1" stringers of necessary height under 
(hip rolls and) ridges. 

(4c) Embed parallel with the pitch on 20" centers 
1" x 2" beveled wood strips flush with surface of concrete. 
Fasten felt with lath nailed over these strips. At right 
angles to embedded strips, over lath, install 1" x 2" strips 
spaced to suit tiles. 

Note: Include (4c) if roof base i\ concrete. 



1 5i Flashings 

(5a) Line valleys with 16 oz. copper at least 20" 
wide. Turn edge over i". Lap joints at least 4". 
Fasten with cleats. Do not solder. 

(5b) At sides of vertical surfaces, extend base flash- 
ing at least 6" up wall, 5" under tik'N and turn up edge §*. 

(5c) At fronts, extend flashing at least 3* up wall 
and 4" over tiles. 

<5d) Masonry wall shall be cap flashed and pointed. 
(5e) Where tile and metal roofs intersect, extend 
metal up tile roof 12" or more. 

(5f) Extend gutter metal up roof to a point higher 
than outer edge of gutter. 

(6) Laying 

6at Lay tiles to straight lines, parallel and at right 
angles to eaves, lapped 3". Fasten with 2" copper nails. 
Fasten tiles overlapping sheet metal with copper wire and 
elastic cement. 

(6b) Leave opening of 6" or more a< ross valleys. 
'60 Cement gable rakes to field tiles and fasten with 

2" copper nails. 

(6d) Cement hip rolls in laps and fasten with 2* 
copper nails. 

(6e) Cement ridges in laps and fasten with 1\" 
copper nails. 

(6f) Where tiles join hip stringers make waterproof 
with elastic cement. 

>6g) Cement small pieces of graduated tiles solidly 
with elastic cement. 

Note: Include (6g) on circular roofs. 
16b.) Cement all tiles in laps, using 30 lbs. of elastic 
cement per square. 

Note: Include (6h) on high buildings. 



Details concerning any roofing problem furnished on request. 

Other patterns shown in folders I-I, 1-3, /-.{, IS and 1-6. 
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DETAILS OF IMPERIAL INTERLOCKING 
SHINGLE TILES AND FITTINGS 

APPLICATION OVER CONCRETE 
SCALE n"=l'-0" 
„/=fasfer/afh 




N 



- >■ 
2 < 

I 



Verf/ca/ sfr/p 



Section showing valley flashing on concrete roof base. 



\ \ 



f/asfer/afh. 
Fe/f 

Verf/ce/ strip 




Longitudinal section through roof. 



Cross section through roof. 



Application of wood strips to concrete roof base. 
Exact spacing of horizontal strips determined by shade of tiles. 

DIAGRAM OF EYEBROW DORMERS 
SCALE ]"=r-0" 

tf-8 z h 





Front 

■ row dormers must be constructed as shown 
above for Closed Shingle Tiles. Rafters and sheathing 
must show a straight line from the curved eave to 
the point directly above where it joins main roof and 
on a line with the point where center line of eyebrow 
meets main roof. See front elevation. 

Larper or smaller effects can be secured providing 



sJ height and radii shown are in< leased or de- 

d proportionately. Distance "A should not be 

decreased and it must be incre roof pitch 

lhan 12" ri^e in 1 2" run. 
Non : For English Shing i i '/row width and 

disl " ; iu>t be if height 

remains the same. 
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LUDOWICI-CELADON COMPANY 

Makers of IMPERIAL Roofing Tiles 

CHICAGO, 104 South Michigan Avenue 

NEW YORK, 565 Fifth Avenue WASHINGTON, 738 Fifteenth Street, N. W. 

Factories located at new lexington, ohio — coffeyville, Kansas — peru, Kansas 



MISSION TILES 



These patterns are available in a range of colors in a variety of surface textures 

SPECIFICATIONS 



Note: Notes arc explanatory or ad' 
visory only ant! should not be includ- 
ed in the spe< ifications. 
Note: Words in italics enclosed 
within parentheses are selective to suit 
particular condition. Include or omit 
as required. 

Note: Clauses are selective. Include 
or omit as they apply. 



(1) Tiles 

(la) Cover roofs so indicated with Ludowici-Celadon 
Company's Imperial (specify pattern) Mission Tiles and 
fittings of (specify) color. 

(lb) Covers shall be used as (hip roll and) ridge. 

(lc) (Hips shall he cut) (and) valleys shall be cut 
and closed before burning. 

(2) Nails 

All nails for flashings and tiles shall be copper. 

(3) Felt 

(3a) Lay asphalt felt weighing 30 lbs. per square, 
doubled on {low pilches) (rough surfaces) (hips) (valleys) 
(and) ridges. Lay parallel to eaves. Lap 2\" horizontally 
and 6" vertically. Fasten with large-headed galvanized 
nails. 

(?b) Extend felt (6" up vertical walls) (and) 4" over 
(gutter) (and) (valley) metal. 

(4) Wood Strips 

(4a) Provide 1 " strips of necessary height under cov- 
ers (hip rolls) and ridges. 

(4b) Embed parallel with the pitch on 20" centers 
1" x 2" beveled wood strips flush with surface of concrete. 
Fasten felt with lath nailed over these strips. At right 
angles to embedded strips, over lath, install 1" x 2" 
strips spaced to suit pan tiles. 

Note: Include (4b) if roof base is concrete. 

(5) Flashings 

(Sa) Line valleys with 16 oz. copper at least 20" 
wide. Turn edge over \' f . Lap joints at least 4". Fasten 
with cleats. Do not solder. 




(5b) At sides of vertical surfaces, 
d base flashing at least 6" up wall, 
der tiles and turn up edge 1" . 

5c) At fronts, extend flashing at 
least 3" up wall and 4" over tiles. 

(5d) Masonry wall shall be cap 
flashed and pointed. 

(Se) Where tile and metal roofs intersect, extend 
metal up tile roof 12* or more. 

(Sf) Extend gutter metal up roof to a point higher 
than outer edge of gutter. 

(6) Laying 

(6a) Lay tiles (regular) (irregular) exposure with not 
less than 3" lap. Fasten with 2" copper nails. Fasten 
tiles overlapping sheet metal with copper wire and elastic 
cement. 

(6b) Irregular Effect — Lay pans at actual exposure. 
Vary exposures of covers to avoid horizontal and diagonal 
lines using 10% additional covers. 

(6c) Leave opening of 6" or more across valleys. 

( 6d ) Cement gable rakes to field tiles and fasten with 
2%" copper nails. 

(6e) Cement (hip rolls) (and) (ridges) in laps and 
fasten with 2\" copper nails. 

(6f) Where tiles join hip stringers make waterproof 
with elastic cement. 

(6g) Cement small pieces of graduated tiles solidly 
with elastic cement. 

Note: Include (6g) on circular roofs. 

(6h) Cement all tiles in laps, using 30 lbs. of elastic 
cement per square. 

Note: Include (6h) on high buildings. 
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Details concerning any roofing problem furnished on request. 
Other patterns shown in folders I-L 1-2, 1-3, 1-5 and 1-6. 
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LUDOWICI-CELADON COMPANY 

Makers of IMPERIAL Roofing Tiles 

CHICAGO, 104 South Michigan Avnmr 

NEW YORK, 565 Fifth Avenue WASHINGTON, 738 Fifteenth Street, N. W. 

Factories located at new Lexington, ohio — coffeyville, kansas — peru, Kansas 






TILE SLABS 




In addition to shale red colors, tile slabs are manu- 
factured in a range of browns and fire-Hashed shades. 
\ complete line of tile slab fittings is available. 



6*x9*xl' 



# 



NUMBER OF PIECES PER S< '1 \i:l 



Mortar Joint 







. . ..355. . 
$41 



. 241 



6*x6 



GARDEN WALK EDGING 

Made in red, fire-flashed and black. Placed in thegi 
along walks or driveways it makes an interesting and ; 
deal edging for lawns or flower borders. 



TILE FLAGGING 



Made in a variety ol" colors. The texture 
suggests that of old stone flagging. 
Size approximately 9*xl2"xl] ". 
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LUDOWICI-CELADOX COMPANY 

Makers of IMPERIAL Chimney Pots 

CHICAGO, 104 South Michigan Avenue 

NEW YORK, 565 Fifth Avenue WASHINGTON, 738 Fifteenth Street. \. W . 

Factories located at new Lexington, ohio — coffeyville, Kansas — peru, Kansas 



CHIMNEY POTS 

Chimney pots are made in various textures and colors especially adapted to use with our weathered effect 
tiles. They are also available in glazed colors for the modern treatment. 




C.P.500, 510 and 520 




SCHEDULE OF SIZES 

NUMBER FLUE BASF. 

C.P.200 7^"x7i" 13 ..15' 

C.P.300 8 "Dia.. 

C.P.310 12 "Dia.. 

C.P.320 15 " Dia. 



C P. -Hll) 
C P. 410 

C.P.420 

C P 500 

C P 510 

C P 520 

C.P.600 

C.P.610 12 

C.P.620 IS 



.14 
.18 

21 

8 "Dia.. .. 14\ 



.12 
.15 
8 
12 
IS 
10 



C.P.600, 610, 620, 630, 

6 It). 650 and 660 



" Dia. . .18*' 

Dia 21 " 

D 

Dia ...18 " 

D 13 * 

IS 

Dia 18 

C.P.630... 18 Dia 21*' 

C.P.640 23 Dia 

C.P.650 B 12 11 

C.P.660 IS 

*KII. 



.18" 

.25" 
.29" 

.15* 

.18" 

..'_'• 

.18" 
.20" 
.23" 
.30" 
.20" 




( l'400, 410 and 420 
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C.P. 500, $10 ,.i 
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LUDOWICI-CELADON COMPANY 

Makers of IMPERIAL Floor Tiles 

CHICAGO, 104 South Michigan Avenue 

NEW YORK, 565 Fifth Avenue WASHINGTON, 738 Fifteenth Street, N. W. 

Factories located at new Lexington, ohio — coffeyville, Kansas — peru, Kansas 



FLOOR TILES 

These shapes, in colors and textures originally manufactured for individual work of certain architects from 

their own designs, are now produced in quantities allowing their more 

general use. They are moderately priced. 
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Renaissance 
PIECES PER SQUARE FOOT 

Based on J* mortar joint. 

Provence. 

Valencia, 

*Renaissance, squares, 1.88 
*Renaissance, hexagons, 3.76 

♦Based on design showing square surrounded 
by hexagons. 
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NEW YORK, N. Y. 

CLEVELAND, OHIO 



LUDOWICI-CELADON COMPANY 

Makers of "Ludowicf Roofing Tiles 

104 South Michigan Avenue 
CHICAGO, ILL. 



WASHINGTON, D. C. 
OKLAHOMA CITY, OKLA. 



AUTHENTIC IN EVERY DETAIL, LUDOWICI TILES FAITHFULLY REPRODUCE THE 



Products 

LUDOW , . 

Ludowici Chimney Pots. 
Li iMiwn i Garden Walk Edging. 
Ludowici Tile Slabs. 
Ludowici Tile Flagging. 

Manufacture 

From the Ludowici clay pits of 
Ohio and Kansas come th< 
clays obtainable. These clays, under 
our special manufacturing methods, 
produce hard-burned roofing tiles of 
non-reflective texture, whose soft, 
rich colors are obtained in the burn- 
ing process — hence are permanent. 

Texture 

Ludowici Shingle Tile reproduce 
with historic accuracy the crude, 
rugged charm of the French farm- 
house and the English countryside 
roofs, and give the required feeling 
of weight your design demands. The 
Colonial shingles reproduce in every 
detail the texture and color of old, 
hand-split wood shingles. 

Closed Shingle, English Shingle, 
Mission, Spanish, Roman, Italian, 
and Greek tiles are also produced in 
various textures, including weathered 
surface effects. 

Variations in great number, both 
as to color and texture can be had 
to meet the individual requirements 
of architectural design and taste. 



EFFECT OF OLD WORLD ROOFS 




Colors 

Ludowici Shingle tiles are produced 
in a wide variety of colors, ranging 
from light tans and buffs through 
varying reds, browns and purples, to 
greys, brownish blacks and dark 
weathered greens. 

Ludowici Spanish, Mission, French, 
English Shingle, Closed Shingle, Ro- 
man, Italian, and Greek tiles at 
fered in natural reds and Arenas! 
shades, or glazes of most any color. 

Permanence and Durability 

A roof of Ludowici tiles will last 
as long as the building it ct 
Once laid, it provides a permanently 
beautiful, weathertight and fireproof 
roof, with distinct insulating quali- 
ties; assures lifelong protection with- 
out the expense of painting or repairs. 

Reasonable in Cost 

A Ludowici tile roof is moderate in 
price, and can be installed without any 
special framing for the substructure. 

Service to Architects 

We invite you to write or call your 
nearest Ludowici representative for 
samples of tile, complete specifica- 
tions, and for aid on any roofing 
problem you may have. Estimates 
promptly furnished from architects' 
complete plans and specificati 



Provincial Shingle 



Brittany Shingle 
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Exposure 7" x 5* 

412 pieces per sq. 
Average weight per 
square, 1180 lbs. 
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Antique Shingle 
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Colonial Shingle 
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LUDOWICI-CELADON COMPANY 



Norman Shingle 



Yale Memorial Tile 




LUDOWICI CHIMNEY POTS FOR USE WITH WEATHERED-EFFECT TILES 

Chimney pots are made to fit standard flue 
linings. They are available in various textures 
and colors, with glazed or unglazed finish. 







STANDARD 


STOCK SIZES 






MBER 


FLUE 




HEIGHT 






13"xI3" 






C.P. 300 


Diam 








CP. 310 


12" Diam 








C.P. 320 








>. 200 M^k^ 


C.P. 400 
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C.P. 600. 610 620, 
630. 640 650 660 
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